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SYNCPSI S OF APPLI CATI ON

a.

Narme and Address of Applicant

Sai nt Joseph’s Monastery

8564 Crisp Road

Witesville, Kentucky 42378

Facility Location

Sai nt Joseph’s Monastery

8564 Crisp Road

Wi tesville, Daviess County, Kentucky

Description of Applicant's Cperation

Monast ery

Desi gn Capacity

0. 006 MzD

Description of Existing Pollution Abatenent Facilities

Treat ment process consists of conmunitor, chlorine disinfection, activated
sl udge process, extended aeration, and the sludge is hauled to |ocal
public owned treatment works and | andfill.

Perm tting Action

This is a reissuance of a mnor KPDES permt for a wastewater treatnent
pl ant serving a nbnastery.

A
KentuckyUnbridledSpirit.com KUNERIDLED spmrry An Equal Opportunity Employer M/F/D
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RECEI VI NG WATER

a.

Nanme/ M | e Poi nt

Facility discharges to an unnaned tributary to South Fork Panther Creek at
37°40° 06” North Latitude and 86°54 45”Wst Longitude.

Stream Segnent Use O assification

Pursuant to 401 KAR 10:026, Section 5, the unnanmed tributary to South Fork
Panther Creek carries the follow ng classifications:

VWarmwat er Aquatic Habitat, Primary/ Secondary Contact Recreation, and
Domestic Water Supply

Stream Segnent Cat egori zation

Pursuant to 401 KAR 10:030, Section 1, the unnaned tributary to South
Fork Panther Creek is categorized as a H gh Quality Water.

Stream Low Fl ow Condi ti on

The 7-day, 10-year low flow condition of the unnaned tributary to South
Fork Panther Creek is 0.00 cfs.



Seri al

Ef fl uent Characteristics

Mont hl'y
Aver age

Fl ow ( M3D) 0. 0024
CBODs (my/ 1) 3.18
TSS (mg/ 1) 4.07
Fecal Coliform (N 100 ni) 5. 00
Escherichia Coli (N 100 m) NR
Ammoni a Nitrogen (as ng/l N)

May 1 - Cctober 31 2.25

Novermber 1 - April 30 2.07
Di ssol ved Oxygen (mg/1) (m nimum 7. 40
pH (standard units) 6.5
Total Residual Chlorine (ng/l) NR
The data contained under the reported discharge columms is not
anal ysis of the DVR data that
The abbrevi ati on CBODs neans Car bonaceous Bi ochem cal
The abbreviation TSS neans Total Suspended Soli ds.
The
The
The effluent limtations for Escherichia Coli
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3. REPORTED DI SCHARGE AND PROPOSED LIM TS

abbrevi ati on NR nmeans not reported on the Di scharge Mnitoring Report

Reported Di scharge

Daily
Maxi mum

0. 0026
3.18

4. 07
5.00

NR

2.25
2.07
N A
7.62

NR

Nunber 001 — Sanitary Wastewater (Design Flow = 0.006 M)

Proposed Linmts

KY0099821
958

Applicable Water Quality

Mont hl y Daily Criteria and/or Effluent
Aver age Maxi mum Qui del i nes
Repor t Report 401 KAR 5: 065, Section 2(8)
30 45 401 KAR 10:031, Section 4

401 KAR 5:045, Sections 3 and 5
30 45 401 KAR 10:031, Section 4

401 KAR 5:045, Sections 2 and 3
Rerovi ng from permit 401 KAR 5:080, Section 1(2)(c)2
130 240 401 KAR 10:031, Section 7

401 KAR 5:045, Section 4

401 KAR 5:080, Section 1(2)(c)2
4.0 6.0 401 KAR 10:031, Section 4
10 15 401 KAR 5:045, Sections 3 and 5
Not | ess than 7.0 401 KAR 10:031, Section 4

401 KAR 5:045, Sections 3 and 5
6.0 (mn) 9.0 (max) 401 KAR 10: 031, Section 4

401 KAR 5:045, Section 4

0.011 0.019 401 KAR 10: 031, Section 4(k)

from the renewal
has been reported fromthe previous permt.

Oxygen Denmand (5-day).

(DWR) .

effluent limtations for CBOD; and TSS are Monthly (30 day) and Wekly (7 day) Averages.
are thirty (30) day and seven (7) day Geonetric Means.

application, but rather fromthe
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Nunber
Qutfall 001 Sanitary Wastewater (Design Flow = 0.006 MXD)
Ef fl uent Characteristics

Flow, CBODs, TSS, Fecal Coliform Bacteria, Escherichia Coli, pH Ammonia
Ni trogen, D ssolved Oxygen, and Total Residual Chlorine (TRC.

Pertinent Factors

None

Moni t ori ng Requiremnents

Fl ow nonitoring shall be conducted instantaneously once per quarter.

CBCDs, TSS, Amonia N trogen, shall be nonitored once per quarter by 24 hour
conposite sanpling. Conposite sanple neans an effluent portion consisting of
a mnimum of four (4) conbined equal volune grab sanples taken approximately
two (2) hours apart.

Escherichia Coli, pH D ssolved Oxygen and Total Residual Chlorine shall be
noni tored once per quarter by grab sanple.

Justification of Conditions

The Kentucky regulations cited bel ow have been duly pronul gated pursuant to
the requirenents of Chapter 224 of the Kentucky Revised Statutes.

Escherichia Coli and Fecal Coliform Bacteria

The Timts for Escherichia Coli are consistent with the requirenents of 401
KAR 10: 031, Section 7, 401 KAR 5:045 Section 4 and 401 KAR 5:080, Section
1(2)(c) 2. The renoval of Fecal Coliform Bacteria is consistent with the
requi renments of 401 KAR 5:080k Section 1 (2) (c)2. A though Fecal Coliform
Bacteria has been used as an indicator of fecal contamnation, it does
contain other species that are not necessarily fecal in origin. EPA
recomrends Escherichia Coli, which is specific to fecal material from warm
bl ooded aninals, as the best indicator of health risk from contact with
recreational waters. Therefore, it is the “Best Professional Judgnent “BPJ”
of the Division of Wter that Escherichia Coli replace Fecal Coliform
Bacteria on this pernmit.

Fl ow
The nonitoring requirenents for this paraneter are consistent wth the
requi renents of 401 KAR 5:065, Section 2(8).

CBODs, Anmmoni a Nitrogen, and Dissol ved Oxygen

The Timts for these paranmeters are consistent with the requirenments of 401
KAR 10: 031, Section 4, and 401 KAR 5:045, Sections 3 and 5. Section 4 of
10: 031 establishes water quality criteria for the protection of Kentucky's
wat er s. Section 5 of 5:045 requires biochemcally degradable wastewaters
to receive treatnment in excess of secondary treatnment if the Cabinet
determines that the receiving water would not satisfy applicable water
quality standards as a result of a facility discharge or discharges from
multiple facilities.
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Total Suspended Soli ds

The Timts for this paraneter are consistent with the requirements of 401
KAR 10: 031, Section 4 and 5:045, Sections 2 and 3. Section 4 of 10:031
establishes water quality criteria for the protection of Kentucky's waters.
Sections 2 and 3 of 5:045 require biochemcally degradable wastewaters to
recei ve secondary treatnent.

pH
The limts for these paraneters are consistent with the requirenments of 401
KAR 10: 031, Section 4 and 5:045, Section 4. Section 4 of 10:031

establishes water quality criteria for the protecti on of Kentucky's waters.
Section 4 of 5:045 establishes the acceptable levels of these paraneters
for biochemically degradabl e wastewaters.

Tot al Residual Chlorine

The Timts for these paraneters are consistent with the requirenents of 401
KAR 10: 031, Section 4.

ANTI DEGRADATI ON

The conditions of 401 KAR 10: 029, Section 1 have been satisfied by this permt
action. Since this permt action involves reissuance of an existing permt, and
does not propose an expanded di scharge, a review under 401 KAR 10:030 Section 1 is
not applicabl e.

PROPOSED COVPLI ANCE SCHEDULE FOR ATTAI NI NG EFFLUENT LI M TATI ONS

The permittee will conmply with all effluent limtations by the effective date of
the permt.
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PROPOSED SPECI AL CONDI TI ONS WHI CH W LL HAVE A SI GNI FI CANT | MPACT ON THE DI SCHARGE

Di sposal of Non-Donestic Wastes

The pass through or non-treatnment by the wastewater treatnent plant of chenicals
or conpounds which may injure, be chronically or acutely toxic to or produce
adver se physiol ogical or behavioral responses in hunans, aninmals, fish and other
aquatic life is not desirable. Materials such as acids, caustics, herbicides,
househol d chemicals or cleansers, insecticides, |awn chem cals, non-bi odegradabl e
products, paints, pesticides, pharnmaceuticals, and petrol eum based products may
not be treatable by the wastewater treatnent plant and should not be introduced
and other environmentally sound nethods for disposal should be utilized. The
permittee should educate users of its system that introduction of such chemnicals
or compounds could result in an adverse environnental inpact and provide the
users with alternative disposal neasures. This requirenent is consistent with the
requi renents of 401 KAR 5: 065, Section 1(5) and 401 KAR 5:080, Section 1(c)(2)c.

Certified Operators

Pursuant to 401 KAR 5:010, Section 2(1) wastewater systens shall be operated under
the supervision of a certified operator who holds a Kentucky Certificate equival ent
to the class of system being supervised. Al other operators enployed by the
system shall hold a Kentucky Certificate or shall be in the process of obtaining a
Kent ucky Certificate.

Pursuant to 401 KAR 5:010, Section 8 wastewater systens shall be classified as
fol | ows:

e (dass I: Systens with a design capacity of |ess than or equal to 50,000 gpd

e Jdass II: Systenms with a design capacity of nore than 50,000 gpd but |ess
than or equal to 2.0 MaD

e Jdass IlI: Systenms with a design capacity of nore than 2.0 M3 but |ess than
or equal to 7.5 M3

e (dass IV Systens with a design capacity of nore than 7.5 M3

Section 2(2) of 401 KAR 5:010 require the certified operator to be reasonably
avail able if not physically present while the systemis operating.

Section 2(3) of 401 KAR 5:010 require the Kentucky Certificate shall be displayed
on the wall of wastewater system office.

Qutfall Signage

As a menber of ORSANCO (Chio River Valley Sanitation Comm ssion) the Conmonweal t h
of Kentucky through the Division of Witer inplements a requirenment that the
permttee post a pernanent marker at each discharge point to the Ghio River. It
is the Best Professional Judgnent of the Division of Wter, 401 KAR 5:080,
Section 1(2)(c)2, that all permittees post a marker at all discharge |ocations
and/or nonitoring points. The ORSANCO requirenents for the nmarker specify it to
be at least 2 feet by 2 feet in size and a mninum of 3 feet above ground | evel
with the Pernittee Nane and KPDES permit and outfall nunbers in 2 inch letters.
For internal nonitoring points the marker shall be of sufficient size to include
the outfall nunmber in 2 inch letters and is to be posted as near as possible to
the actual sanpling |ocation.
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PERM T DURATI ON

Five (5) years. This facility is in the Tradewater/ G een Basin Minagenment Unit
as per the Kentucky Watershed Managenent Franmewor k.

PERM T | NFORVATI ON

The application, draft permt, fact sheet, public notice, comrents received, and
additional information is available from the Division of Water at 200 Fair Oaks
Lane, Frankfort, Kentucky 40601.

REFERENCES AND Cl TED DOCUMENTS

Al material and docurments referenced or cited in this fact sheet are a part of the
permt information as described above and are readily available at the Division of
Water Central Ofice. Information regarding these naterials nmay be obtained from
the person |isted bel ow

CONTACT

For further information on the draft permt or comrent process, contact the
i ndi vidual identified on the Public Notice or the Permt Witer — D ana Davidson at
(502) 564-8158, extension 4901, or enmil Di ana. Davi dson@y. gov.

PUBLI C NOTI CE | NFCRVATI ON

Pl ease refer to the attached Public Notice for details regarding the procedures for
a final decision, deadline for comments and other information required by 401 KAR
5: 075, Section 4(2)(e).
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KPDES

KENTUCKY POLLUTANT

DISCHARGE ELIMINATION
SYSTEM

PERMIT

PERM T NO : KY0099821
Al NO : 958

AUTHORI ZATI ON TO DI SCHARGE UNDER THE
KENTUCKY PCLLUTANT DI SCHARGE ELI M NATI ON SYSTEM

Pursuant to Authority in KRS 224,
Sai nt Joseph’s Monastery
8564 Crisp Road
Whitesville, Kentucky 42378
is authorized to discharge froma facility |ocated at
Sai nt Joseph’ s Monastery
8564 Crisp Road
Wi tesville, Daviess County, Kentucky

to receiving waters naned

an unnamed tributary to South Fork Panther Creek at 37°40’ 06" North
Latitude and 86°54’ 45" West Longitude.
in accordance with effluent limtations, nonitoring requirenments and other conditions
set forth in Parts I, II, Ill, and IV hereof. The permt consists of this cover
sheet, and Part | 2 pages, Part ||l 1 pages, and Part |Il 1 page.

This pernit shall becone effective on.

This permit and the authorization to discharge shall expire at mdnight,

Date Signed Sandra L. G uzesky, D rector
Di vi sion of Wter

DEPARTMENT FOR ENVI RONMENTAL PROTECTI ON
Di vision of Water, 200 Fair Oaks Lane, Frankfort, Kentucky 40601

Printed on Recycl ed Paper
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Al. EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
During the period beginning on the effective date of this permt and lasting through the term of this permt, the

permttee is authorized to discharge from~Qutfall serial number: 001 — Sanitary Wastewater (Design Flow = 0.006 M)

Such di scharges shall be limted and nonitored by the permttee as specified bel ow

EFFLUENT CHARACTERI STI CS Dl SCHARGE LI M TATI ONS MONI TORI NG REQUI REMENTS
(1 bs/ day) Cther Units (Specify)
Mont hl y Dail y Mont hl y Dai |y Measur enent Sanpl e
Avg. Max. Avg. Max. Fr equency Type

Fl ow ( M3D) Report Report N A N A 1/ Quarter | nst ant aneous
CBODs (ng/l) 1.50 2.25 30 45 1/ Quarter 24 Hr Conposite
TSS (ng/ 1) 1.50 2.25 30 45 1/ Quarter 24 Hr Conposite
Ammoni a Nitrogen (as ng/l N)

May 1 - Cctober 31 0. 20 0. 30 4.0 6.0 1/ Quarter 24 Hr Conposite

Novenber 1 - April 30 0. 50 0.75 10 15 1/ Quarter 24 Hr Conposite
Escherichia Coli (N 100 m) N A N A 130 240 1/ Quarter G ab
Di ssol ved Oxygen (ng/l) (m ni mun) N A N A Not less than 7.0 1/ Quarter Grab
pH (standard units) N A N A 6.0 (mn) 9.0 (nax) 1/ Quarter G ab
Total Residual Chlorine (ng/l) N A N A 0.019 0.019 1/ Quarter Grab

The abbrevi ati on CBODs neans Car bonaceous Bi ochem cal Oxygen Demand (5-day).

The abbreviation TSS neans Total Suspended Soli ds.

The abbreviation N A neans Not Applicable.

The effluent limtations for CBODs and TSS are Monthly (30 day) and Weekly (7 day) Averages.

The effluent limtations for Escherichia Coli are thirty (30) day and seven (7) day Ceonetric Means.

There shall be no discharge of floating solids or visible foamor sheen in other than trace anounts.

Sanpl es taken in conpliance with the nonitoring requirenments specified above shall be taken at the follow ng |ocation:
near est accessible point prior to discharge to or mxing with the receiving waters or wastestreans fromother outfalls.
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B. SCHEDULE OF COWPLI ANCE

The permittee shall achieve conpliance with all requirenents on the effective
date of this permt.
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STANDARD CONDI T1 ONS FOR KPDES PERM T

This permt has been issued under the provisions of KRS Chapter 224 and regul ations
pronul gat ed pursuant thereto. |ssuance of this pernmit does not relieve the permttee
fromthe responsibility of obtaining any other permits or licenses required by this
Cabi net and other state, federal, and |ocal agencies.

It is the responsibility of the pernittee to denonstrate conpliance with permt
parameter limtations by utilization of sufficiently sensitive analytical methods.

The pernittee is also advised that all KPDES permt conditions in KPDES Regul ation
401 KAR 5: 065, Section 1 will apply to all discharges authorized by this permt.
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PART 111
OTHER REQUI REMENTS

A Reporting of Monitoring Results

Monitoring results obtained during each nonitoring period nust be reported on a
preprinted D scharge Mnitoring Report (DVR) Formthat will be mailed to you. The
conpl eted DVR for each nonitoring period nust be sent to the Division of Water at
the address listed below (with a copy to the appropriate Regional Ofice) postmarked
no later than the 28th day of the nmonth following the nonitoring period for which
nonitoring results were obtained.

Di vi sion of Water Di vi si on of Water
Loui svill e Regional Ofice Surface Water Permits Branch
9116 Leesgate Road Permt Support Section
Loui sville, Kentucky 40222-5084 200 Fair Oaks Lane
ATTN.  Supervi sor Frankfort, Kentucky 40601
B. Reopener C ause

This permit shall be nodified, or alternatively revoked and reissued, to conply with
any applicable effluent standard or limtation issued or approved under 401 KAR
5:050 through 5:086, if the effluent standard or Iimtation so issued or approved:

1. Contains different conditions or is otherwi se nore stringent than
any effluent limtation in the permt; or

2. Controls any pollutant not limted in the permt.

The permt as nodified or reissued under this paragraph shall also contain any other
requi renents of KRS Chapter 224 when applicable.

C Di sposal of Non-Donestic Wastes

The pass through or non-treatnent by the wastewater treatnent plant of chemcals or
conpounds which may injure, be chronically or acutely toxic to or produce adverse
physi ol ogi cal or behavioral responses in humans, aninmals, fish and other aquatic
life is not desirable. Materials such as acids, caustics, herbicides, household
chem cals or cleansers, insecticides, |awn chem cals, non-biodegradable products

paints, pesticides, pharmaceuticals, and petroleum based products nay not be
treatabl e by the wastewater treatnment plant and should not be introduced and other
environnental |y sound nethods for disposal should be utilized. The pernmittee should
educate users of its system that introduction of such chem cals or conpounds could
result in an adverse environnmental inmpact and provide the users with alternative
di sposal neasures.

D. Certified Qperators

Thi s wastewater system shall be operated under the supervision of a Cass | Kentucky
Certified Cperator who shall be reasonably available at all tines. Al  other
operators enployed by the systemshall hold a Kentucky Certificate or shall be in the
process of obtaining a Kentucky Certificate. The certificates of each operator shall
be prom nently displayed on the wall of the systemoffice

E. Qutfall Signage

The permttee shall post a pernmanent marker at all discharge |ocations and/or
noni tori ng points. The marker shall be at least 2 feet by 2 feet in size and a
m ni mum of 3 feet above ground level with the Pernmttee Name and KPDES permt and
outfall nunmbers in 2 inch letters. For internal nonitoring points the nmarker shal
be of sufficient size to include the outfall number in 2 inch letters and shall be
posted as near as possible to the actual sanpling |ocation.



